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0 Gaming machine having dynamic pay schedule. 



© A gaming machine having a dynamic pay sched- 
ule is provided. The machine selects a pay schedule 
from a set of pay schedules (102, 104, 110, 112) as 
a function of the number of coins inserted and the 
current state of the machine. The state of the ma- 
chine is represented by an event counter (114) 
which is incremented upon the happening of certain 
events. The current value of the counter is dis- 
played. The predetermined pay schedules (102, 104. 



110, 112) are ranked according to value of maximum 
payout. As the machine advances from one state to 
the next, pay schedules (102, 104, 110, 112) of 
successively higher rank are selected so that a play- 
er's potential payout increases. At least one sched- 
ule (112) has a progressive payout (120), which is 
periodically incremented upon the occurrence of 
predetermined events. 
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1 EPO 

FIELD OF THE INVENTION 

The invention relates to the field of coin op- 
erated gaming machines, and more particularly to 
gaming machines that provide variable payouts rel- 
ative to the value of a coin input. 

BACKGROUND OF THE INVENTION 

Widely known gaming devices have three to 
five rotatable reels arranged side by side with 
symbols, such as a lemon, cherry, bar, or the like 
placed on the peripheral surface thereof. There are 
also gaming machines which employ video dis- 
plays in lieu of physical reels. In both the mechani- 
cal and video type gaming devices, a player inserts 
a token representing a value. The token may be 
coin, currency or the like. For convenience, all such 
tokens are referred to herein as simply "coins". 
The player then causes the reels to spin by pulling 
a handle located on the side of the machine or in 
some cases pressing a button. After a predeter- 
mined length of time, the reels are stopped to 
display the symbols. A determination is made as to 
whether the combination of displayed symbols 
matches a predetermined combination. If such a 
match occurs, the machine pays out a number of 
tokens in accordance with a predetermined payout 
amount which relates to the odds that the particular 
combination would occur. 

Advances in gaming machine technology and 
in particular with respect to microprocessor con- 
trolled slot or reel type machines have made it 
possible to have variable payouts relative to the 
value of a coin input. For example, U.S. Pat. No. 
4,624,459 discloses a machine capable of making 
multiple payouts at random intervals. Additionally, 
the virtual reel concept as disclosed in U.S. Pat. 
Nos. 4,448,419 and 4,711,451 has resulted in ma- 
chines which have a maximum payout many thou- 
sands of times the value of the coin input. 

It has been observed that players are more apt 
to play gaming machines for longer periods of time 
if the payout (and odds of winning) are increased 
as the player continues to play that particular ma- 
chine. Further, players are more apt to insert addi- 
tional coins if they perceive some continuing value 
from coins already expended. 

SUMMARY 

' * * ' 

It is therefore an object of the present invention 
to provide a gaming machine, such as a reel-type 
slot machine, having a dynamic pay schedule. The 
gaming machine has a memory and a processor 
for randomly selecting and displaying as the game 
outcome a number of symbols. Predetermined 
combinations of the symbols result in correspond- 
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ing payouts. The gaming apparatus includes a plu- 
rality of pay schedules contained In the memory, 
each of which includes a schedule of payout 
amounts corresponding to a predetermined com- 

5 bination of symbols. The processor includes logic 
responsive to a prior game outcome, to select one 
of the pay schedules. A pay circuit is operatively 
associated with the processor. If the game output 
includes a winning combination of symbols, a 

10 payout is produced by the pay circuit according to 
the selected pay schedule. 

In one embodiment of the invention, at least 
one of the pay schedules include a payout amount 
corresponding to the contents of a progressive 

75 meter. In another embodiment of the invention, the 
selection logic uses an event counter operatively 
associated with the processor for counting the 
number of occurrences of at least one predeter- 
mined event corresponding to a prior game out- 

20 come. The selection logic includes logic for as- 
sociating at least two of the plurality of pay tables 
with values (or in some cases a range of values) in 
the event counter, and selecting the pay table 
corresponding to the value in the event counter. 

25 The gaming machine may also include a sound 
device, such as a bell, for generating an audible 
sound when the event counter is incremented. 

In another embodiment of the invention, the 
gaming apparatus includes a coin input for accept- 

30 ing coins inserted by a player. The pay schedules 
include a first and second pay schedule. The se- 
lection logic is responsive to the coin input for 
selecting the first pay schedule for coins having a 
first value, selecting the second pay schedule for 

35 coins having a second value, and selecting one of 
the remaining pay schedules associated with the 
value in the event counter for coins having a third 
value. 

In another embodiment, the selection logic in- 

40 eludes logic for resetting the event counter upon 
reoccurrence of a reset event. In some cases, the 
reset event is a predetermined game outcome. The 
reset event can also occur if a coin is not received 
within a predetermined amount of time. A display 

45 visible to the player displays the value of the event 
counter and another display displays the value of 
the progressive payout amount. 

It is another object of the invention to provide a 
gaming apparatus having a plurality of symbol 

60 bearing reels mounted for rotation about an axis 
along with a coin input, a processor operatively 
connected to the coin input and the reels for initiat- 
ing rotation and randomly stopping the reels in a 
predetermined position indicating a game outcome. 

55 A memory is operatively associated with the pro- 
cessor and contains a number of pay schedules, 
each of which defines a payout amount corre- 
sponding to the predetermined winning combina- 
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tions of the symbols. Selection logic associated 
with the processor is responsive to a prior game 
outcome for selecting one of the pay schedules, 
and a pay mechanism operatively associated with 
the processor causes the apparatus to pay out 
according to the selected pay schedule. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective view of a reel-type 
gaming machine embodying the invention; 
FIG. 2 is a block diagram of the electronic 
control circuit for the gaming machine of FIG. 1 ; 
FIG. 3 is a chart representative of pay schedules 
according to an embodiment of the Invention; 
FIG. 4 is a logic flow chart illustrating control of 
the reel-type gaming machine of FIG. 1 in ac- 
cordance with the invention; and 
FIG. 5 is an illustration of the top glass display 
of the reel-type gaming machine of FIG. 1 ac- 
cording to an embodiment of the invention. 

DETAILED DESCRIPTION OF THE INVENTION 

A representative example of a gaming machine 
10, In this case a reel-type slot machine, employ- 
ing the invention is shown in Fig. 1. The gaming 
machine 10 includes three symbol bearing reels 
.12, 14 and 16 (or a video display thereof) within a 
housing 18 which are caused to rotate in response 
to a player actuated handle 20 after one or more 
coins are inserted into a coin Input slot 22, The 
gaming machine 10 includes an electronic control 
circuit 23, as shown in FIG. 2. The electronic 
control circuit 23 Includes a microprocessor 24, 
which stops each of the reels 12 through 16 at 
random positions. As the reels 12 through 16 come 
to a stop, certain combinations of symbols (or 
"indicia") will appear adjacent to a win line 26 as 
shown in Fig. 1. The microprocessor 24 will deter- 
mine If the combination of indicia stopped on the 
win line 26 matches one of a number of predeter- 
mined winning combinations, if a match is found, a 
win occurs and the microprocessor 24 generates a 
pay signal, which can cause a coin hopper (not 
shown In FIG. 1) to payout, through a payout chute 
28, a specified number of coins or tokens, or 
increment a credit counter (not shown), or provide 
a signal to an attendant to provide the payout. 

The number of coins dispensed for a win Is 
generally controlled in relation to the odds that a 
particular combination will occur and the number of 
coins Inserted by the player. In accordance with 
the invention, the number of coins dispensed for a 
particular winning combination of symbols is deter- 
mined by a pay schedule. As discussed In greater 
detail below, a number of different of pay sched- 
ules are provided, each of which may be dynam- 



ically selected during operation of gaming machine 
20. As is the convention in the gaming industry, 
these schedules are displayed in a top glass por- 
tion 32 and a belly glass portion 20 of the gaming 

5 machine 10. 

The microprocessor 24 is preferably a Motorola 
6800 processor. The microprocessor 24 controls 
the operation of the gaming machine 10 in accor- 
dance with programs and data stored in a digital 

10 memory such as an EPROM 34 and a RAM 36. 
The EPROM 34 and the RAM 36 are coupled to 
the processor 26 by an address bus 34 and a data 
bus 40. To preserve data in the event of a power 
failure, the RAM 32 Is coupled to a battery backup 

75 circuit 42. The microprocessor 24 is also coupled 
via the address bus 38 and the data bus 40 to 
various input sensors and other peripherals through 
an input/output board 44. The RAM 32 also pro- 
vides storage locations for an event counter 46. the 

20 contents of which may be successively Increment- 
ed or decremented by the microprocessor 24, and 
a progressive meter 70, which is discussed in 
greater detail below. 

In this embodiment of the invention, the micro- 

25 processor 24 is electronically coupled via the 
input/output board 44 to: a bell 47a that Is respon- 
sive to a BELL signal which causes the bell 47a to 
emit an audible sound; a handle 47b (shown as 20 
in FIG. 1) that generates a HANDLE signal which 

30 indicates when the handle 47b is pulled; a coin 
hopper 48c that is responsive to a PAY signal 
which causes the coin hopper 47c to dispense a 
designated number of coins; and a coin acceptor 
47d that generates a COIN signal which indicates 

35 the number of coins Inserted by a player into the 
coin slot 22. The foregoing elements are conven- 
tional in the art. 

In the gaming machine 10, the microprocessor 
24 controls each of the reels 1 2 through 1 6 through 

40 a reel control mechanism 48. The reel control 
mechanism 48 Includes a stepper motor or the like 
for each of the reels 12 through 16 to start and 
stop the rotation of the reels in accordance with the 
data on bus 40 from the microprocessor 24. The 

45 reel control mechanism 48 is also coupled to the 
input/output board 44 which is responsive to the 
microprocessor 24 for selecting a particular one of 
the stepper motor controls to receive control data 
from the data bus 40. In an alternative embodi- 

50 ment, the game control microprocessor 24 can 
display video representations of physical reels on a 
video monitor. 

In the gaming machine 10, the microprocessor 
24 randomly selects stop positions for each of the 

55 reels 12 through 16. Once the stop positions have 
been selected, the microprocessor 24 determines 
whether a win condition is present and, If so how 
much the payout should be. To this end, after the 



5 



EP 0 521 599 A1 



6 



reel stops have been selected, the microprocessor 

24 accesses a particular pay schedule from a set 
of pay schedules, which are stored in the EPROM 
34. 

An example of a set of pay schedules of the 
type used in gaming machine 10 is shown in a pay 
table 50 in FIG. 3. The pay schedules 50 are 
preferably stored in the non-volatile EPROM 34 
along with other gaming machine 10 operating pro- 
grams and control parameters. In the preferred 
embodiment the gaming machine 10 simulates a 
boxing match and the pay table 50 provides for 
increasing payouts as the match progresses 
through rounds 1 through 12. In the first column 52 
of pay table 50 are listed the combination of sym- 
bols on reels 12 through 16 that form winning 
combinations. Of course, the depicted indicia are 
for purely illustrative purposes. In actual practice 
symbols such as bars and jackpot symbols are 
used. Additional columns 54 through 66 each 
specify one of the plurality of pay schedules which 
microprocessor 24 can utilize for determining the 
payout amount for the winning combination of sym- 
bols shown in the column 52. 

In the preferred embodiment, the microproces- 
sor 24 selects one of the pay schedules set forth in 
columns 54 through 66 by examining the COIN 
signal and the contents of the event counter 46. If a 
player inserts only one coin into the coin slot 22 
prior to pulling the handle 20, then the micropro- 
cessor 24 selects the pay schedule set forth in the 
column 54. If the player inserts two coins, the 

■ 

microprocessor 24 selects the pay schedule set 
forth in the column 56. If the player inserts three 
coins, the microprocessor 24 examines the con- 
tents of the event counter 46. Each of the sched- 
ules set forth in the columns 58 through 66 is 
assigned to a range of values which the event 
counter 46 may contain. In this example, the event 
counter 46 contains the number of the round In the 
simulated boxing match. The microprocessor 24 
selects the pay schedule whose assigned range 
includes the current value of the contents of the 
event counter 46. In the embodiment shown in FIG. 
3, the pay schedules set forth in columns 58 
through 66 have been assigned rounds 1-3, 4-6, 7- 
9, 10-11. and 12, respectively. These assignments 
are illustrated in row 68. 

Preferably, the event counter 46 contains the 
value 1 when initialized and is incremented by the 
microprocessor 24 upon the occurrence of certain 
events. Events which cause the counter 46 to be 
incremented can include the insertion of a coin or 
the occurrence of certain positions of reels 12 
through 16, such as a "round" or advance symbol 
centered on the win line 26 of the center reel 14. 
The event counter 46 is not incremented once it 
reaches a predetermined upper limit, which in the 



above embodiment is 12. In this embodiment, each 
time microprocessor 24 increments the event or 
round counter 46. it causes the bell 47a to ring by 
generating the BELL signal resulting In an audible 

5 indication to the player that the round has ad- 
vanced. As described in greater detail below, the 
counter 46 is reinitialized on the occurrence of 
certain other events. It will be observed that the 
selection of pay schedules can be solely a function 

10 of the contents of event counter 46 and not the 
coin input signal. 

It should also be noted that the counter 46 and 
hence the pay schedule can be decremented upon 
the occurrence of certain events in other embodi- 

75 ments of the invention. 

Preferably, the set of pay schedules set forth In 
columns 58 through 66 is ranked in ascending 
order of payout amounts. The pay schedule shown 
in column 66 with the progressive payout amount 

20 is ranked highest. The above-described assignment 
of numerical ranges is correlated with the rank, so 
that as the event counter 46 Is Incremented, the 
microprocessor 24 progressively selects the pay 
schedule in rank order. 

25 During normal gaming machine 10 operation, 
the microprocessor 24 after selecting the stop posi- 
tions of reels 12 through 16 determines which 
symbols on the reels 12 through 16 are stopped at 
win line 26, and searches column 52 in pay table 

30 50 for a winning combination of symbols. If a 
match is located, microprocessor 24 locates a pay 
amount in the row corresponding to the winning 
combination in that one of the columns 54 through 
66 which contains the selected schedule. The 

35 microprocessor 24 then generates the PAY signal 
through input/output chip 44 which causes a coin 
hopper 47c to pay out through the coin chute 28 
that number of coins equivalent to the selected 
payout amount. 

40 In accordance with the invention and as illus- 
trated in column 66 of FIG. 3, one of the pay 
schedules contains a variable payout amount for a 
particular winning combination. This variable 
payout amount is referred to as the "progressive 

45 payout amount", and is designated in FiG. 3 as P|. 
Alternatively, other variable payout amounts could 
be provided in accordance with the invention for 
other winning combinations and In other pay 
schedules. In the embodiment shown in FIG. 3, the 

50 progressive payout amount Pj is contained in the 
highest ranked pay schedule 66 and is paid in 
response to the highest paying winning combina- 
tion AAA. However, it is considered preferable to 
make the progressive amount P| available in each 

55 of the pay schedules set forth in columns 58 
through 66 for the highest or jackpot symbols AAA. 
The progressive payout amount is generated by 
the progressive meter 70 contained the RAM 36. 



A 



7 



EP 0 521 599 A1 



8 



The progressive meter 70 is a memory location in 
RAM 36 which contains the current value of pro- 
gressive payout amount. The contents of the pro- 
gressive meter 70 are periodically incremented by 
a predetermined amount on the occurrence of a 
predetermined event. Preferably, the progressive 
meter 70 is initialized at a value which exceeds the 
highest payout amount of all other payout sched- 
ules, and is incremented by a predetermined 
amount such as $1.00. Events which cause the 
progressive meter 70 to be Incremented can in- 
clude the insertion of a coin through the coin slot 
22 or the occurrence of certain stopped positions 
of the reels 12 through 16. 

The progressive meter 70 is reset upon the 
occurrence of certain predetermined events. Typi- 
cally, the progressive meter 70 is reset when the 
microprocessor 24 generates the PAY signal to pay 
a jackpot. 

Various computer programming approaches for 
implementing the foregoing functions will be appar- 
ent to those skilled in the art. By way of illustration, 
FIG. 4 is a logic flowchart illustrating control of the 
reel type gaming machine 10 shown in FIG. 1. At a 
block 74 as shown in FIG. 4 the gaming machine 
10 is initialized. At a block 76 the event counter 46 
is initialized to the value 1, and the progressive 
meter 70 is Initialized to a predetermined value, 
which in the illustrated embodiment is $2,500. At a 
block 78 the gaming machine 10, after a player 
inserts coins into the coin slot 22 and pulls the 
handle 20. randomly selects stop positions for the 
reels 12 and 16 and then rotates the reels 12 
through 16. Then control moves to a block 80 
where the microprocessor 24 stops the reels 12 
through 16 at the selected step positions. Control 
then moves to a decision block 82, where the 
microprocessor 24 interrogates the COIN signal to 
determine how many coins have been inserted for 
that handle pull. If only one coin has been inserted, 
control moves to a block 84 where the micropro- 
cessor 24 selects the first pay schedule, set forth 
in the column 54 of the pay table 50. If more than 
one coin has been inserted, control moves to a 
decision block 86. If two coins have been inserted, 
control moves to a block 88 where the micropro- 
cessor 24 selects the second pay schedule, set 
forth in the column 56 of the pay table 50. If three 
coins have been inserted, then microprocessor 24 
moves to a block 90 where it selects one of the 
pay schedules set forth in the columns 58 through 
66. As described above, each such selection cor- 
responds to the contents of counter 46. 

After executing the block 84, 88 or 90, control 
moves to a block 92 where microprocessor 24 
determines if the reels 12 through 16 have stopped 
in a winning position, as described above. If a 
winning combination exists, the microprocessor 24 



causes the coin hopper to dispense the payout 
indicated by the selected pay schedule. If the 
selected pay schedule is that set forth in the col- 
umn 66 of the pay table 50, then the payout will be 

5 the progressive payout amount P| where the reels 
display the highest winning combination AAA. 

Control then moves to a block 94 where the 
event counter 46 is incremented if a predetermined 
condition exists such as the presence of an ad- 

10 vance symbol on the win line 26. as discussed 
above. In the preferred embodiment the event 
counter 46 is reset to 1 if less than three coins are 
entered by the player at the block 78. The event 
counter 46 can also be reset if a coin is not 

75 inserted within a predetermined amount of time, 
such as within 30 seconds. To this end. the micro- 
processor 24 may utilize a timer (not shown) which 
is reset each time the handle 20 Is pulled. Prefer- 
ably, the event counter 46 is reset whenever a 

20 jackpot is won. 

Control then moves to a block 96, where the 
progressive meter 70 is incremented by a pre- 
determined amount such as an amount for each 
coin input. The progressive meter 70 can also be 

25 incremented upon the occurrence of other events 
as well. Preferably the progressive meter 70 is 
reinitialized to the predetermined minimum value 
when the microprocessor 24 generates the PAY 
signal corresponding to the progressive pay 

30 amount P|. 

Upon completion of processing at block 96, 
control returns to block 78. Steps 78 through 96 
are repeated continuously as described above until 
gaming machine 1 0 is turned off. 

35 FIG. 5 provides an illustration of a top glass 98 

which is a simplified version of the top glass 30 of 
FIG. 1 and corresponds to the pay schedules con- 
tained in the pay table 50. For clarity, only four pay 
schedules are depicted in FIG. 5. In practice, on 

40 most gaming machines 10 all pay schedules are 
displayed on the top glass 30. On the glass 98 a 
column 100 displays winning combinations of the 
reels 12 through 16, and corresponds to the col- 
umn 52 of the pay table 50. A pair of columns 102 

45 and 104 display payout amounts for one and two 
coins inserted, respectively. The column 102 cor- 
responds to the pay schedule set forth in the 
column 54 of the pay table 50, and the column 104 
corresponds to the pay schedule set forth in the 

50 column 56 of the pay table 50. 

Likewise, columns 106 and 108 display winning 
combinations of reels 12 through 16. The column 
110 displays the pay schedule set forth in the 
column 62 of the pay table 50 and the column 112 

55 displays the pay schedule of the column 66 of the 
pay table 50. In the preferred embodiment, the top 
glass 98 Is stylized In a boxing match motif. There- 
fore, the contents of the event counter 46 are 
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displayed by an LED or tike display in a box 114 
under the heading "Round". Accordingly, the pay 
schedule set forth In the column 112 of the top 
glass 98 (and the column 66 of the pay table 50) is 
visually associated with a label 116 which reads 
"Round 12". It will be observed that the number 12 
is the value of the event counter 46 which cause 
the microprocessor 24 to select the pay schedule 
set forth in the column 66. Similarly, the pay 
schedule set forth under column 110 of the top 
glass 98 (and the column 62 of the pay table 50) is 
visually associated with label 118 which reads 
"Rounds 7-9". The numbers 7 through 9 are the 
range of values of the counter 40 which cause the 
microprocessor 24 to select the pay schedule set 
forth in the column 62. 

In FIG. 5, the box 114 displays the number "7" 
which as described above indicates that the pay 
schedule set forth in the column 110 is the cur- 
rently selected pay schedule. 

The payout value P| in row 72 of the pay 
schedule set forth in the column 66 of the pay 
table 50 is of variable value which was defined 
abpye as the progressive payout amount. The cur- 
rent value of the progressive payout amount is 
stored in the progressive meter 70 portion of the 
RAM 36. and displayed by an LED or like display 
in a box 120. For example, the box 120 in FIG. 5 
contains the value $2,500. Thus, if the Round (i.e. 
counter value) is 12 and the reels 12 through 16 
display winning combination "AAA", then the 
microprocessor 24 generates the PAY signal caus- 
ing coin hopper 47c or signaling an attendant to 
dispense $2,500 to the player. 

In order to facilitate the high values of the 
progressive payout amount, the preferred embodi- 
ment of the invention, as implemented in gaming 
machine 10, utilizes a non-uniform type stop 
mechanism. Such a mechanism Is disclosed in 
U.S. Pat. No. 4,991.848 which is hereby incor- 
porated by reference. 

* 

Claims 

1. A gaming apparatus (10) having a memory 
(34) and a processor (24) for randomly select- 
,;ing and displaying as a game outcome a plu- 
V rality of indicia (52) wherein predetermined 

^ combinations of the indicia (52) result in cor- 
responding payouts characterised in that there 
is provided a plurality of pay schedules (54 to 
66) contained in the memory (34) wherein 
each of said pay schedules (54 to 66) includes 

. a schedule of payout amounts corresponding 
to a predetermined combination of the indicia 
(52), selection means (36) responsive to a prior 
game outcome for selecting one of said plural- 
ity of pay schedules (54 to 66) and pay means 



(44) operatively associated with the processor 
(24) and said selection means (36) for generat- 
ing a pay signal representing one of the 
payout amounts according to said selected 
5 pay schedule. 

2. A gaming apparatus (10) as claimed in Claim 1 
characterised in that there is provided a pro- 
gressive meter (70) wherein at least one of 

70 said plurality of pay schedules (54 to 66) in- 

cludes a payout amount corresponding to the 
contents of the progressive meter (70). 

3. A gaming apparatus (10) as claimed in Claim 2 
75 characterised in that the selection means (36) 

includes an event counter (46) operatively as- 
sociated with the processor (24) for counting 
the number of occurrences of at least one 
predetermined event in a prior game outcome 

20 and in that the selection means (36) includes 

means for associating at least two of the plural- 
ity of pay schedules (54 to 66) with different 
values in the event counter (46) and selecting 
the pay schedules (54 to 66) corresponding to 

25 the value in the event counter (46). 

4. A gaming apparatus (10) as claimed in Claim 3 
characterised in that each of the pay sched- 
ules (54 to 66) is associated with a range of 

30 the values in the event counter (46). 

5. A gaming apparatus (10) as claimed in Claim 3 
characterised In that there is provided sound 
means (47a) operativelty associated with the 

35 processor (24) for generating an audible sound 

when the event counter (46) is incremented. 

6. A gaming apparatus (10) as claimed in Claim 3 
characterised in that the predetermined event 

40 is a display of at least one predetermined 

indicia (52). 

7. A gaming apparatus (10) as claimed in Claim 3 
characterised in that the event counter (46) is 

45 decremented upon the occurrence of at least 
one predetermined event. 

8. A gaming apparatus (10) as claimed in Claim 3 
characterised in that there is provided an input 

60 means (22) for receiving a coin from a player 

wherein the plurality of pay schedules (54 to 
66) include a first (54) and second (56) pay 
schedule, wherein the selection means (36) are 
responsive to the coin input means (22) for 

55 selecting the first pay schedule (54) for a first 
coin input, selecting the second pay schedule 
(56) for a second coin input, and selecting one 
of the pay schedules (58 to 66) associated with 
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said value in the event counter (46) for a third 
coin input. 

: 9. A gaming apparatus (10) as claimed in Claim 3 

characterised in that the selection means (36) s 
includes counter resetting means for resetting 
the event counter (46) upon the occurrence of 
a reset event. 

10. A gaming apparatus (10) as claimed in Claim 9 io 
characterised in that said reset event is a pre- 
determined game outcome. 
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@ Verfahren zum Betreiben etnas munzbetitigten Spielgerates und Spielgerat zur Durchfuhrung des 
Verfahrena 

(§) Die Erfindung betrifft ein Verfahren zum Betreiben einea 
mQnzbetitigten Splelgeritea, sowie ein solchea Spielgerat 
mit einer mIt unterschfedllchen Symbolen versehenen Sym- 
bol-Spielelnrlchtung und einar Zusatzgewlnn-Spialelnrich- 
tung fur Rialko-, Bonder-, Frei- und/oder ahnliciie Spiale, die 
bai Einsatz elnea bareits von der Symbol-SplelainriclitunQ (1) 
arzielten Gawinns aktiviarbar Ist und mittals der unter 
Varlustgafahr aine Gewinnarhdhung in Aussicht gestellt 
wird, und gegabanenfalls ainar zusitzlichan Ausspialeinrich- 
tung (24), sowie einam Mlkroprozel^rachner zur Stauarung 
das gasamtan Spialablaufes, in dam untar andaram die in 
ainam Spiel arzielbaran Treffar- und Auszahlquoten gaspei- 
chart Bind. ErfmdungsgamSQ sind In Abhangigkait vom 
Spialalnsatz das Spialara die im Mikroproze&rachner gespei- 
chertan Traffarquotan und/oder Auszahlquoten innerhalb 
aines Spialablaufes rachner- odar tastengeateuert variiarbar. 
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Beschreibung 

Die Erfmdung betrifft ein Verfahren zum Betreiben 
eines mQnzbetatigten Spielgerdtes, sowie ein solches 
Spielgerftt mit einer mit unterschiedlichen Symbolen 
versehenen Symbol-Spieleinrichtung und einer Zusatz- 
gewinn-Spieleinrichtung fOr Risiko-, Sender-, Frei- und/ 
Oder ^hnUche Spieie, die bei Einsatz eines bereits von 
der Symbol-Spieleinrichtung erzielten Gewinns akti- 
vierbar ist und mittcls der unter Verlustgefahr eine Ge- 
winnerhdhung in Aussicht gestellt wird, und gegebenen- 
falls einer zusatzlichen Ausspieleinrichtung, sowie ei- 
nem MikroprozeBrechner zur Steuerung des gesamten 
Spielablaufes, in dem unter anderem die in einem Spiel 
erzielbaren Treffer- und Auszahlquoten gespeichert 
sind. 

Mit einer Symbol-Spieleinrichtung versehene Spiel- 
gerate der eingangs erwShnten Art besitzen in der Re- 
gel drei Umlaufkiirper. die als Walzen, Scheiben, Klapp- 
karten-Karusselle oder dergleichen ausgebildet sein 
kdnnen. Auf der von auBen durch Fenster einsehbaren 
Oberfl&che tragen die Umlaufkdrper Gewinnsymbole. 
Die Umlaufk5rper werden nacheinander stillgesetzt 
und nachdem alle UmlaufkOrper zum Stillstand gekom- 
men sind, entscheiden die in Ablesefenstern angezeigten 
Symbolkombinationen Qber Gewinn oder Veriust 
Selbstverstandlich kOnnen anstelle der UmlaufkOrper 
auch mit Symbolen belegte Lichtfelder zur Anwendung 
kommen. In unterschiedlicher H6he werden Geldund/ 
oder Punkt- und/oder Sonderspielgewinne in Aussicht 
gestellt. 

Um bei diesen bekannten Spielger^ten den Spieler 
zur Benutzung des Ger&tes anzuregen und ihm wahrend 
der Spieldauer eine reizvolle Unterhaltung zu bieten, 
wurden bereits die verschiedensten MaBnahmen getrof- 
fen. So ist es beispielsweise Qblich,.auf bestimmte Spiel- 
ergebnisse hin anstelle von oder zus^tzlich zu einem 
defmierten Gewinn eine bestimmte Anzahl von Sonder- 
spielen zu gew^hren, bei denen ein GewinnschlQssel mit 
erhdhter Gewinnchance zur Anwendung kommt Dies 
Gewinnchance konmit dadurch zustande, daB jede er- 
zielte Gewinn-Symbolkombination auf den HOchstge- 
winn erhttht wird. Die Anzahl der gewahrten Sonder- 
spiele wird in eine Sonderspiele-Anzeige Qbertragen 
und nachfolgend wird die Sonderspiele-Anzeige ent- 
sprechend der Anzahl der abgelaufenen Anzahl der 
Sonderspiele zurilckgesetzt. 

Dartiber hinaus ist bekannt, an dem Spielgerat zusatz- 
liche, dem Spieler zugangliche Betatigungsorgane in 
Form von Tasten anzuordnen und den Spieler durch 
Signale zur Betatigung der Organe auf zufordern, durch 
die in der Kegel der Lauf der einzelnen Umlaufkdrper 
beeinfluBt wird, in dem beispielsweise durch Betatigung 
einer Taste ein Umlaufkfirper gestartet, d. h. in Umdre- 
hung versetzt werden kann, bevor er vom Mechanismus 
des Spielgerates betatigt wird. Es ist auch m6glich» 
Stopp-Tasten anzuordnen, um in Abhangigkeit vom 
Willen des Spielers den Lauf der Umlaufkdrper vorzei- 
tig zu unterbrechen und somit einen EinfluB zu nehmen 
auf die bei der Stillsetzung des Umlaufkdrpers sich ein- 
stellenden Spielkombination. 

Weiterhin weisen bekannte Spielgerate haufig eine 
Risikospieleinrichtung auf, die bei einem bereits erziel- 
ten Gewinn uber eine Taste in Betatigung gesetzt wer- 
den kann. Dabei wird auf einer Risikoleiter, die auf Ge- 
winnanzeigeelementen verschiedene Gewinnwerte an- 
zeigt, der bereits erzielte Gewinn und der erzielbare 
Gewinn optisch hervorgehoben. Ober einen im Spielge- 



rat vorhandenen Zufallsgenerator wird entschieden, ob 
der bereits erzielte Gewinn verloren geht oder erhOht 
wird. Bei Erhdhung des Gewinns wird dieser wieder als 
erzielter Gewinn angezeigt und auch der nun erzielbare 

5 Gewinn wird wieder optisch hervorgehoben. Durch Be- 
tatigung der Risikotasten kann der erzielte Gewinn er- 
neut riskiert werden. Bei der DurchfQhrung eines Risi- 
kospiels erfolgt in der Regel eine Entscheidung Ober 
Erhbhung oder Totalverlust des eingesetzten Gewinns. 

10 SchlieBUch ist es bei Spielgeraten bekannt, den erziel- 
ten Gewinn mittels einer als Zusatzgewinn-Spieleinrich- 
tung ausgebildeten Ausspieleinrichtung, bei der mit un- 
terschiedlichen Gewinnen belegte Anzeigefelder zu- 
fallsgesteuert aufleuchten und ein den erreichten Ge- 
ts winn darstellendes Anzeigefeld erleuchtet bleibt, zu er- 
hOhen oder zu emiedrigen. Hierbei ist jedoch kein To- 
talverlust des eingesetzten Gewinns mdglich. 

Aus der GB-A-22 01 279 ist ein Spielgerat bekannt, 
bei dem MQnz-, Spielmarken- und Punktebetrage oder 

20 Kxedite nach einem Gewinnspiel an den Spieler ausge- 
geben oder gewahrt werden, die als Auszahlung be- 
zeichnet werdea Ein Auszahlungsfaktor wird bei dieser 
Einrichtung deflniert als durchschnittliche Auszahlung 
innerhalb einer bestinmiten Zeitdauer, in der das Gerat 

25 kontinuierlich gespielt wird, und die abhangig ist von 
unterschiedlichen veranderbaren Variablen, beispiels- 
weise der Auszahlquote und der Anzahl der in der be- 
stimmten Zeitdauer gespielten Spiele. Die Auszahlquo- 
te bestimmt sich hierbei als Verhaitnis der Anzahl der 

30 ausgespielten Mtinzen oder Spielmarken zur Anzahl der 
in das Gerat eingeworf enen MQnzen oder Spielmarken. 

Bei dieser bekannten Ldsung kann nun die Auszahl- 
quote in Abhangigkeit von den Signalen einer Zeitzah- 
lung in Form einer Realzeituhr und in Abhangigkeit von 

35 in der Steuereinheit des Spielgerates gespeicherten be- 
stimmten Informationen variiert werden, so daB die 
Auszahlquote durch eine bestimmte vergangene Zeit- 
periode bestimmt wird. Wahrend bestimmter Zeitperi- 
oden eines Tages oder einer Woche, wenn das Spielge- 

40 rat weniger hauTig gespielt wird, kann der Auszahlfak- 
tor erhdht werden, namlich durch VergrOBerung der 
Auszahlquote, um das Gerat fiir den Spieler attraktiver 
zu machen. 

Die vorliegende Erfmdung stellt sich die Aufgabe, ein 

45 Verfahren zum Betreiben eines mfinzbetatigten Spiel- 
gerates und ein solche Spielgerat selbst zur Verfdgung 
zu stellen, welches neue Spielkombinationen ermdg- 
licht, um den Spielanreiz und den Unterhaltungswert fdr 
den Spieler zu erh5hen. 

50 VerfahrensmaBig wird die Aufgabe nach der Erfin- 
dung dadurch geldst, daB in Abhangigkeit vom Spielein- 
satz des Spielers die im MikroprozeBrechner gespei- 
cherten Trefferquoten und/oder Auszahlquoten inner- 
halb eines Spielablaufes rechner- oder tastengesteuert 

55 variiert werden. 

Dabei wird einerseits die Trefferquote und/oder Aus- 
zahlquote innerhalb eines Spielablaufes erhdht, je hdher 
der Spieleinsatz ist und andererseits die Trefferquote 
und/oder Auszahlquote innerhalb eines Spielablaufes 

60 erniedrigt, je niedriger der Spieleinsatz ist. 

Ein miinzbetatigtes Spielgerat zur DurchfQhrung des 
Verfahrens mit einer mit unterschiedlichen Symbolen 
versehenen Symbol-Spieleinrichtung und einer Zusatz- 
gewinn-Spieleinrichtung fOr Risiko-, Sonder-, Frei- und/ 

65 Oder ahnliche Spiele, die bei Einsatz eines bereits von 
der Symbol-Spieleinrichtung erzielten Gewinns akti- 
vierbar ist und mittels der unter Verlustgefahr eine Ge- 
winnerhdhung in Aussicht gestellt wird, und gegebenen- 



falls einer zus&tzlichen Ausspieleinrichtung, sowie ei- 
nem MikroprozeBrechner zur Steuerung des gesamten 
Spielablaufes, in dem unter anderem die in einem Spiel 
erzielbaren Treffer- und Auszahlquoten gespeichert 
sind, zeichnet sich in erfinderischer Weise dadurch aus, 5 
daB in Abhingigkeit vom Spieleinsatz des Spielers die 
im MikroprozeBrechner gespeicherten Trefferquoten 
und/oder Auszahlquoten innerhalb eines Spielablaufes 
rechner- oder tastengesteuert variierbar sind. 

In einer ersten Ausbildung der Erfindung sind in Ab- 10 
htogigkeit vom Spieleinsatz des Spielers die im Mikro- 
prozeBrechner gespeicherten Treffer- und/oder Aus- 
zahlquoten innerhalb eines Spielablaufes automatisch 
rechnergesteuert variierbar. 

In einer zweiten Ausbildung der Erfindung sind in 15 
Abhingigkeit vom Spieleinsatz des Spielers die im Mi- 
kroprozeBrechner gespeicherten Treffer- und/oder 
Auszahlquoten innerhalb eines Spielablaufes tastenge- 
steuert durch den Spieler variierbar. 

Weiterhin kdnnen in einer weiteren Ausbildung der 20 
Erfindung die erzielbaren Trefferquoten und/oder Aus- 
zahlquoten in einer Ausspieleinrichtung visuell darstell- 
bar und tastengesteuert durch den Spieler ansteuerbar 
und variierbar sein. 

Die Ausspieleinrichtung kann aus einem aus N Pel- 25 
dern gebildeten Ausspieltableau bestehen, wobei jedem 
Feld eine Trefferquote und/oder Auszahlquote zuge- 
ordnet sind Vorzugsweise kann das Ausspieltableau der 
Ausspieleinrichtung die Form einer Ellipse oder eines 
Kreises aufweisen. DarOber hinaus kann das Ausspielta- 30 
bleau auch aus euier Matrbc von N Feldem bestehen. 

Die Felder der Ausspieleinrichtung sind vorzugswei- 
se beleuchtbare Felder und nur die vom Spieler oder 
dem MikroprozeBrechner ausgewihlten Felder werden 
optisch hervorgehoben. 35 

ZweckmaBigerweise ist die vom Spieler betatigbare 
Taste an der Frontscheibe des GehSuses des Spielgerft- 
tes angeordnet Auch die Verwendung einer Tastatur 
Oder eines Drehschalters oder einer ahnlichen Einrich- 
tung kann hierfflr vorgesehen werden. 40 

ZusStzlich zu den im MikroprozeBrechner gespei- 
cherten Werten der Trefferquoten und Auszahlquoten, 
die innerhalb eines Spielablaufes mOglich sind, wird da- 
mit die Mdglichkeit er5ffnet, diese Treffer- bzw. Aus- 
zahlquoten innerhalb bestimmter Grenzen nach oben 45 
Oder unten automatisch durch den MikroprozeBrechner 
des Spielgerites oder durch den Spieler selbst mittels 
Tastensteuerung zu variieren. Die oberen und unteren 
Grenzen der Treffer- bzw. Auszahlquoten bestunmen 
sich nach dem jeweiligen Spieleinsatz des Spielers. Das 50 
heiBt, je hdher der Spieleinsatz ist, um so grfiBer wird 
die Treffer- bzw. Auszahlquote sein. 

Durch diese MaBnahmen ist das Spielgeschehen weit- 
aus abwechslungsreicher geworden, da neue Spielkom- 
binationen erm6glicht werden, wobei der Spieler einen 55 
innerhalb bestimmter Grenzen liegenden EinfluB auf 
das Spielgeschehen austiben kann. Dadurch erh6ht sich 
ftir ihn der Spielanreiz und der Unterhaltungswert des 
Spielger&tes. 

An einem AusfUhrungsbeispiel wird die vorliegende eo 
Erfindung unter Bezugnahme auf die zugehdrige Zeich- 
nung n^her erlMutert 

Das die Symbol-Spieleinrichtung 1 aufnehmende Ge- 
hause 2 des mUnzbetatigten, mit MikroprozeBrechner 
gesteuerten Spielgerates mit GewinnmOglichkeit weist 65 
auf seiner Vorderseite eine Frontscheibe 3 mit Ablese- 
fenstern 4 auf, hinter denen drei nebeneinander ange- 
ordnete scheibenfdrmig ausgebildete Umlaufkdrper 5 



der Symbol-Spieleinrichtung 1 vorgesehen sind Die 
Unilaufkttrper 5 werden nach dem Inlaufsetzen zu 
Spielbeginn wlhrend oder zum Ende des Spiels von 
einem Zufallsgenerator der Steuereinheit in einer einer 
Mehrzahl mdglicher Rastpositionen zum Stillstand ge- 
bracht 

Den Rastpositionen sind auf dem Umfang der Um- 
laufkdrper 5 Symbole 6 zugeordnet, die der Anzeige des 
Spielergebnisses in den Ablesefenstem 4 dienen. Aus 
den angezeigten Symbolen 6 kann der Spieler das Spiel- 
ergebnis ablesen, bsbesondere auch ob sich ein Gewinn 
nach einem auf der Frontscheibe 3 erlSuterten Gewinn- 
plan aus einer Kombination der angezeigten Symbole 6 
ergeben hat 

Im unteren Bereich des Spielgerites befindet sich ei- 
ne Start/Stopp-Taste 7, mit der die in der Symbol-Spiel- 
einrichtung 1 angezeigten Symbole 6 gehahen bzw. 
nachgestartet werden kdnnen. Im Falle eines Gewinns 
kann eine Gewinnausschtittung in bar, d h. durch Mflnz- 
auswurf in der Ausgabeschale 8 oder durch Aufaddieren 
in einer Guthabenanzeige 9 erfolgen, wobei das Gutha- 
ben durch Betatigung der neben dem Miinzeinwurf- 
schlitz 10 einer nicht naher dargestellten Mtinzverarbei- 
tungseinheit liegenden RUckgabetaste 11 in die Ausga- 
beschale 8 abrufbar ist Ein positives Spielergebnis kann 
auch darin bestehen, daB anstelle von oder zusatzlich zu 
einem definierten Geldgewinn eine Anzahl von Sonder- 
spielen gewahrt wird, bei denen ein Gewinnschltlssel mit 
erhdhter Gewinnchance zur Anwendung kommt Die 
Anzahl der Sonderspiele wird in einer Sonderspiele- An- 
zeige 12 dargestellt 

Weiterhin kann ein positives Spielergebnis im Erhalt 
einer bestimmten Anzahl von Punkten bestehen, die in 
der Punkte-Gewinnanzeige 13 dargestellt werden. 
SchlieBlich kann ein Gewinn auch in der Gewahrung 
von Freispielen liegen, deren Anzahl in der Freispiel- 
Anzeige 14 dargesteUt wird 

Der in der Symbol-Spieleinrichtung 1 erzielte Ge- 
winn kann tJ^sten- oder rechnergesteuert als Einsatz in 
eine der entsprechenden Zusatzgewinn-Spieleinrichtun- 
gen abertragen werden. Die beidseitig der Frontscheibe 
3 angeordneten Zusatzgewinn-Spieleinrichtungen 15 
sind jeweils als Risiko-Spieleinrichtung ausgebildet Die 
rechte Risikospieleinrichtung besitzt mehrere zu einer 
Risikoleiter 16 zusammengefaBte beleuchtbare Anzei- 
gefelder 17, die im unteren Bereich mit steigenden Geld- 
gewinnen und im oberen Bereich mit steigender Reihen- 
folge mit den Anzahlen der Sonderspielgewinne belegt 
sind. Die linke Risiko-Spieleinrichtung weist ebenfalls 
mehrere zu einer Risikoleiter 18 zusammengefaBte be- 
leuchtbare Anzeigefelder 19 auf, die jedoch mit steigen- 
den Punktgewinnen belegt sind 

Das Riskieren des in der Risikoleiter 16 bzw. 18 ange- 
zeigten Gewinns geschieht dadurch, daB das nachsthO- 
here Anzeigefeld 17 bzw. 19 in Bezug auf das beleuchte- 
te, den Gewinn anzeigende Anzeigefeld 17 bzw. 19 im 
Wechsel mit einem unterhalb der Risikoleiter 16 bzw. 18 
angebrachten Totalverlust-Anzeigefeld 20 bzw. 21 mit 
der Beschriftung "0" blinkt Bei Betatigung einer Risiko- 
taste 22 bzw. 23 wird entweder der nachsthdhere Ge- 
winn erzielt oder der eingesetzte Gewinn verloren. Die- 
ser Vorgang kann bis zum Erreichen des Hdchstgewin- 
nes an Sonderspielen bzw. an Punkten fortgesetzt wer- 
den. Die Sonderspiel-Gewinne werden in der Sonder- 
spiele-Anzeige 12, die Punkte-Gewinne in der Punkte- 
Gewinnanzeige 13 und die Geldgewinne in der Gutha- 
ben- Anzeige 9 aufaddiert 
Des weiteren ist im zentralen Bereich der Frontschei- 



5 



6 



be 3 des Gehauses 2 des Spielgerites eine Ausspielein- 
richtung 24 vorgesehen, die aus neun ann&hemd ellip- 
senf5rmig angeordneten, aufleuchtbaren Anzeigefel- 
dem 25 besieht, die mit unterschiedlichen Trefferquoten 
und/oder Auszahiquoten belegt sind, die innerhalb eines 5 
innerhalb vom MikroprozeBrecbner des Spielger^tes 
vorgegebenen Rahmens liegea 

Weiterhin ist eine Taste 26 im unteren Bereich des 
SpielgerStes vorhanden. Mit dieser Taste 26 kann der 
Spieler, in Abh^ngigkeit vom Spieleinsatz, ein bestimm- 10 
tes Anzeigefeld 25 der Ausspieleinrichtung 24 ansteuem 
und eine Trefferquote oder eine Auszahlquote auswah- 
len. Die vom Spieler ausgew&hlten Ausspielfelder 25 
werden vom MikroprozeBrechner selbsttatig oder nach 
Auswahl durch den Spieler erleuchtet und die Ausspie- 15 
lung begonnen. Mit der Stopp-Taste 7 kann der Spieler 
die Ausspielung beenden. Das Spiel wird beendet, wenn 
die ausgewlLhlte Trefferquote oder die ausgewfthlte 
Auszahlquote erreicht ist oder der Spieleinsatz verloren 
wurde. 20 

PatentansprQche 

1. Verfahren zum Betreiben eines mOnzbetatigten 

' Spielgerates mit einer mit unterschiedlichen Sym-* 25 
bolen versehenen Symbol-Spieleinrichtung und ei- 
ner Zusatzgewinnspieleinrichtung fQr Risiko-, Son- 
der-, Frei- und/oder ahnliche Spiele, die bei Einsatz 
eines bereits von der Symbol-Spieleinrichtung er- 
zielten Gewinns aktivierbar ist und mittels der un- 30 
ter Verlustgefahr eine Gewinnerhdhung in Aus- 
sicht gestellt wird, und gegebenenfalls einer zusfttz- 
lichen Ausspieleinrichtung, sowie einem Mikropro- 
zeBrechner zur Steuerung des gesamten Spielab- 
laufes, in dem unter anderem die in einem Spiel 35 
erzielbaren Treffer- und Auszahiquoten gespei- 
chert sind, dadurch gekennzeichnet, daB in Ab- 
hSngigkeit vom Spieleinsatz des Spielers die im Mi- 
kroprozeBrechner gespeicherten Trefferquoten 
und/oder Auszahiquoten innerhalb eines Spielab- 40 
laufes rechner- oder tastengesteuert variiert wer- 
den. 

2. Verfahren nach Anspruch 1, dadurch gekenn- 
zeichnet, daB die Trefferquote und/oder Auszahl- 
quote innerhalb eines Spielablaufes erhOht wird, je 45 
hdher der Spieleinsatz ist. 

3. Verfahren nach Anspruch 1, dadurch gekenn- 
zeichnet, daB die Trefferquote und/oder Auszahl- 
quote innerhalb eines Spielablaufes emiedrigt wird, 

je niedriger der Spieleinsatz ist. 50 

4. Spielgerat zur DurchfOhrung des Verfahrens 
nach Anspruch 1, mit einer mit unterschiedlichen 
Symbolen versehenen Symbol-Spieleinrichtung 
und einer Zusatzgewinn-Spieleinrichtung ftir Risi- 
ko-, Sonder-, Freiund/oder ahnliche Spiele, die bei 55 
Einsatz eines bereits von der Symbol-Spieleinrich- 
tung erzielten Gewinns aktivierbar ist und mittels 
der unter Verlustgefahr eine GewinnerhOhung in 
Aussicht gestellt wird, und gegebenenfalls einer zu- 
satzlichen Ausspieleinrichtung, sowie einem Mi- eo 
kroprozeBrechner zur Steuerung des gesamten 
Spielablaufes, in dem unter anderem die in einem 
Spiel erzielbaren Treffer- und Auszahiquoten ge- 
speichert sind, dadurch gekennzeichnet, daB in Ab- 
hangigkeit vom Spieleinsatz des Spielers die im Mi- 65 
kroprozeBrechner gespeicherten Trefferquoten 
und/oder Auszahiquoten innerhalb eines Spielab- 
laufes rechner- oder tastengesteuert variierbar 



sind 

5. Spielgerat nach Anspruch 4, dadurch gekenn- 
zeichnet, daB in Abhangigkeit vom Spieleinsatz des 
Spielers die im MikroprozeBrechner gespeicherten 
Treffer- und/oder Auszahiquoten innerhalb eines 
Spielablaufes automatisch rechnergesteuert vari- 
ierbar sind. 

6. Spielgerat nach Anspruch 4, dadurch gekenn- 
zeichnet, daB in Abhangigkeit vom Spieleinsatz des 
Spielers die im MikroprozeBrechner gespeicherten 
Treffer- und/oder Auszahiquoten innerhalb eines 
Spielablaufes tastengesteuert (26) durch den Spie- 
ler variierbar sind. 

7. Spielgerat nach Anspruch 6, dadurch gekenn- 
zeichnet, daB die erzielbaren Trefferquoten und/ 
oder Auszahiquoten in einer Ausspieleinrichtung 
(24) visuell darstellbar und tastengesteuert (26) 
durch den Spieler ansteuerbar und variierbar sind. 

8. Spielgerat nach den Ansprfichen 6 und 7, dadurch 
gekennzeichnet, daB die Ausspieleinrichtung (24) 
aus einem aus N Feldem (25) gebildeten Ausspiel- 
tableau bestehen, wobei jedem Feld (25) eine Tref- 
ferquote und/oder Auszahlquote zugeordnet sind. 

9. Spielgerat nach den Ansprtlchen 6 bis 8, dadurch 
gekennzeichnet, daB die Felder (25) der Ausspiel- 
einrichtung (24) beleuchtbare Felder sind und nur 
die vom Spieler oder dem MikroprozeBrechner 
ausgewahlten Felder optisch hervorgehoben wer- 
den. 

10. Spielgerat nach den Ansprtlchen 6 bis 9, dadurch 
gekennzeichnet, daB die vom Spieler betatigbare 
Taste (26) an der Frontscheibe (3) des Gehauses (2) 
des Spielgerates angeordnet ist 
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